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Max Hi-Flow
Powerful, efficient condensate pump  

KEY FEATURES

TECHNICAL DATA DIMENSIONS

   MAX Hi-Flow

●   Continuous removal of condensation from  
your MVHR unit

●   Simple to install
●   No more levelling of gravity pipe outlets
●   Easy access for routine maintenance
●   Four inlet ports and one non return outlet barb
●   Built-in spirit level 
●   Operation of the pump controlled via  

internal float
●   Hi level safety switch operated by a second 

internal float
●   550 l/h maximum flow
●   5m maximum head (flow rate 55 l/h)
●   The quietest in its class, 44 dB(A)
●   The best IP rating of any tank pump  

(IP24 splash proof)
●   1.7 litre tank
●   Plug and play

The MAX Hi-Flow offers the ideal solution to commercial 
MVHR condensate removal when gravity and other 
systems aren’t available or suitable.

Adding a MAX Hi-Flow pump to your existing commercial 
MVHR means that you can efficiently remove the 

condensate that would otherwise turn into mould-up and 
damage your ventilation system and MVHR unit.

Thanks to its plug and play feature, the MAX Hi-Flow 
can be integrated into your existing commercial MVHR 
system with ease.

Specification MAX Hi-Flow

Maximum flow at 0 head 550 l/h

Maximum recommended head 5 m

Tank capacity 1.7l

Sound level @ 1m 44 dB(A)

Power supply 230 VAC/ 1 ph /50 Hz

Maximum water temperature 40°C

Inlets 4 x 21-27 mm

Outlet 6 & 10 mm

Protection class IP24

Safety switch 3.0 A Normally closed

Thermal protection ✓

Dimensions 134h x 144w x 285d

Part number 90000748
Litres per hour

Litres per hour

M
et

re
s 

he
ad

5

6

4

3

2

1

0 100 200 300 400 600500 

10mm flow

230 VAC

M
et

re
s 

he
ad

5

6

4

3

2

1

0 50 100 150 200 300250 

5m max. recommended head

230 VAC

5m max. recommended head

6mm flow

Litres per hour

Litres per hour

M
et

re
s 

he
ad

5

6

4

3

2

1

0 100 200 300 400 600500 

10mm flow

230 VAC

M
et

re
s 

he
ad

5

6

4

3

2

1

0 50 100 150 200 300250 

5m max. recommended head

230 VAC

5m max. recommended head

6mm flow


